
Industry 

Standards
Round 8 6/10/2009

Product 

Category

Mfg Listed 

Standard

Organization Standard Title Standard Type

EPA CFR 40 

Part 

797.1300

Environmental 

Protection 

Agency

Daphnid Acute Toxicity Test. Method used to determine the 

concentration of a substance that produces a toxic effect.

Test Method

EPA CFR 40 

Part 

797.1400

Environmental 

Protection 

Agency

Fish Acute Toxicity Test. Method used to determine the 

concentration of a substance that produces a toxic effect.

Test Method

Asphalt and Tar 

Removers

No Results

Asphalt 

Restorers

ASTM D2170 ASTM 

International

D2170 Standard Test Method for Kinematic Viscosity of 

Asphalts (Bitumens)

Test Method

Blast Media ASTM D2240 ASTM 

International

D2240 Standard Test Method for Rubber 

Property—Durometer Hardness

Test Method

Candles and 

Wax Melts

ASTM F2417 ASTM 

International

F2417 Standard Specification for Fire Safety for Candles Performance 

Standard
Electronic 

Components 

Cleaners

ASTM D86 ASTM 

International

D86 Standard Test Method for Distillation of Petroleum 

Products at Atmospheric Pressure

Test Method

Floor Coverings 

(Non-Carpet)

ASTM E1333 ASTM 

International

E1333 Fomaldehyde large Chamber Test Performance 

Standard & 

Test Method
Foot Care 

Products

No Results

Furniture 

Cleaners and 

Protectors

No Results

Inks - News No Results

Inks - Sheetfed No Results

Inks - Specialty No Results

Inks -Printer 

Toners

No Results

MIL-P-1120c Military 

Specification

Cushioning material. uncomprossed bound fiber (Metric 

measurements)

Performance 

Standard
MIL-P-1120b Military 

Specification

Cushioning material. uncomprossed bound fiber (Metric 

measurements)

Performance 

Standard
ASTM D4169 ASTM 

International

D4169 Standard Practice for Performance Testing of 

Shipping Containers and Systems 
ASTM D6400 ASTM 

International

D6400 Standard Specification for Compostable Plastics Performance 

Standard
ASTM D130 ASTM 

International

D130 Standard Test Method for Corrosiveness to Copper 

from Petroleum Products by Copper Strip Test

Test Method

ASTM D2266 ASTM 

International

D2266 Standard Test Method for Wear Preventive 

Characteristics of Lubricating Grease (Four-Ball Method)

Test Method

ASTM D2270 ASTM 

International

D2270 Standard Practice for Calculating Viscosity Index 

From Kinematic Viscosity at 40 and 100°C

Test Method

Air Fresheners 

and 

Deodorizers

Packing and 

Insulating 

Materials

Pneumatic 

Equipment 

Lubricants



ASTM D2272 ASTM 

International

D2272 Standard Test Method for Oxidation Stability of 

Steam Turbine Oils by Rotating Pressure Vessel

Test Method

ASTM D2619 ASTM 

International

D2619 Standard Test Method for Hydrolytic Stability of 

Hydraulic Fluids (Beverage Bottle Method)

Test Method

ASTM D287 ASTM 

International

D287 Standard Test Method for API Gravity of Crude 

Petroleum and Petroleum Products (Hydrometer Method)

Test Method

ASTM D2982 ASTM 

International

D2982 Standard Test Methods for Detecting Glycol-Base 

Antifreeze in Used Lubricating Oils

Test Method

ASTM D2983 ASTM 

International

D2983 Standard Test Method for Low-Temperature 

Viscosity of Lubricants Measured by Brookfield Viscometer

Test Method

ASTM D445 ASTM 

International

D445 Standard Test Method for Kinematic Viscosity of 

Transparent and Opaque Liquids (and Calculation of 

Dynamic Viscosity)

Test Method

ASTM D5864 ASTM 

International

D5864 Standard Test Method for Determining Aerobic 

Aquatic Biodegradation of Lubricants or Their Components

Test Method

ASTM D5985 ASTM 

International

D5985 Standard Test Method for Pour Point of Petroleum 

Products (Rotational Method)

Test Method

ASTM D6400 ASTM 

International

D6400 Standard Specification for Compostable Plastics Performance 

Standard
ASTM D665 ASTM 

International

D665 Standard Test Method for Rust-Preventing 

Characteristics of Inhibited Mineral Oil in the Presence of 

Water

Test Method

ASTM D892 ASTM 

International

D892 Standard Test Method for Foaming Characteristics of 

Lubricating Oils

Test Method

ASTM D92 ASTM 

International

D92 Standard Test Method for Flash and Fire Points by 

Cleveland Open Cup Tester

Test Method

ASTM D93 ASTM 

International

D93 Standard Test Methods for Flash Point by Pensky-

Martens Closed Cup Tester

Test Method

ASTM D97 ASTM 

International

D97 Standard Test Method for Pour Point of Petroleum 

Products

Test Method

ISO 32 International 

Organization 

for 

Standardization

ISO 32 Calibration in analytical chemistry and use of 

certified reference materials

Test Method

ISO 46 International 

Organization 

for 

Standardization

ISO 46 Designates oil viscosity grade. Performance 

Standard

SAE 30 Society of 

Automotive 

Engineers

J300 Engine Oil Viscosity Classification Other

Wood and 

Concrete Stains

GREENGUAR

D Indoor Air 

Quality 

Certified®

GREENGUARD 

Environmental 

Institute

GreenGuard Institute standards for indoor air quality Other

Pneumatic 

Equipment 

Lubricants


